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PRODUCT FAMILY: THERMOSTATIC MIXERS
CODE: TMT12MN
DESCRIPTION:
NANO MIX Thermostatic mixer for under basin applications

CERTIFICATIONS:
TUV certification UNI EN ISO 9001
Designed according to the main points of the UNI EN 1111.

PRODUCT FEATURES:
1/2" thermostatic pre-mixing valve with DN15 check valves; the compact size makes it ideal for under sink applications, but it can be used also for
shower and bidet. It allows the supply of mixed water to single water inlet taps ensuring comfort and safety during use. The mixer avoids the danger of
accidental burns; in case of lack of cold water it cuts off the hot water supply (FEATURE ANTI-SCALD). The mixer is provided with DN15 check
valves. The mixer water temperature can be locked by means of a fixing screw ( indicated in the drawing with a * ). The temperature can be adjusted
to values different from the preset one, within the range (25-60 °C), and the control knob can be locked in the new position.
** Example of installation on a single water tap.
*** Example of installation on a mixer tap

RECOMMENDATIONS:
Setting: 37 ° C, tolerance +/- 2 ° C.
Security Lock by knob screw. Attention !: to change the preset temperature make sure to loosen well the locking screw at the side of the hexagon, otherwise the rotation of
the screw is hard and there is the risk of ruining the hexagon for the allen screw placed in the upper part of the valve.
TECHNICAL DATA:
Inlets: ½” G male
Outlet: ½” G male
Maximum operating pressure: 10 bar (for pressures above 5 bar mount a reducer)
Recommended pressure: 1 to 5 bar
Maximum inlet temperature : 85°C
Setting range: 25÷60°C fixed setting 37 ° C (tolerance +/- 2 ° C)
Max flow rate: 16,5 l / min at 3 bar
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If the water from the pipes contains corpuscles filters must be mounted.
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INSTALLATION:
Always respect the connections:
HOT (H) = hot water inlet
COLD (C) = cold water inlet
MIX = mixed water outlet

PRODUCT LISTING:
Cast brass body UNI EN 12165 CW617 N vibro polished and chromium plated
Shutter and internal parts in brass UNI EN 12164 CW614 N
O-RING EPDM
Wax thermosensitive element
Stainless steel springs AISI 302
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PACKAGING:
Packaging according to need.
Weight: 0,5 kg (without package).

